






Filling-up high-voltage bushing
The plant is used for topping up high-voltage oil-filled hermetic bushings with degasified transformer 
oil while installation, repair and operation of power transformers, switches and other oil-filled high-
voltage equipment. The device can be exploited outdoor at temperature from -25 to +40°C. As well 
the plant can be used for storage and transportation of the transformer oil.

Design description
UVM-HVF-4 consists of:
- degasification unit 1 (insulated cylindrical vessel) 
- filling-up unit 2 (160 mm diameter piston pneumocylinder) 
- vacuum pump 3 (sliding vane rotary pump) 
- control cabinet

The system has advantages as follows, it has lighter weight and can be set on the wheels enabling
a better transportation. 

Note: each model can go with a trailer thus it is available to be applied for on-line activities.
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№ Specification Value 
1 Prepared oil quantity, dm3 30 
2 Oil quantity in filling-up block, dm3 4.0 
3 Residual pressure in degassing block, MPa 6.7 
4 Oil supplying pressure to bushing, MPa  up to 0.4 
5 Power consumption, kW 0.25 
6 Three-phase VAC 50/60 Hz, V 380 
7 Dimensions, mm 

- length 
- width 
- height 

 
810 
630 
1400 

8 Weight, kg 75 
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